USER'S GUIDE 



PROXi!W\ 9 

Multimedia Projector 

Model Pro AV 9320 



Pro AV 9320L (Lens less) ex,™ m 




- PRESENTATIONS 
■ WORKING SESSIONS 
• TRAINING i 

■ANIMATION 



INFORMATION TO THE USER 

NOTE : This equipment has been tested and found to comply with the limits for a 'Class A digital device, 
pursuant to Part 15 of FCC Rules. These limits are designed to provide reasonable protection 
against harmful interference when the equipment is operated in a commercial environment This 
equipment generates, uses, and can radiate radio frequency energy and, if not installed and used 
in accordance with the User's Guide, may cause harmful interference to radio communications. 
Operation of this equipment in a residential area is likely to cause harmful interference in which 
case the user will be required to correct the interference at his own expense, 



As the owner of a Pro AV 9320/9320L, you are probably eager to try out your new projector, Before you do, we sugges 
that you spend a little time reading this guide to familiarize yourself with the operating procedures, so that you will receive 
maximum satisfaction from the many features included in your new projector. 

This user's guide will acquaint you with your projector's features, Reading it will help us too. Through the years, we havs 
found that many service requests were not caused by problems with our projectors. They were caused by problems tha 
could have been prevented, if the owner had followed the instructions in the guide. ? 

You can often correct operating problems yourself. If your projector fails to work properly, see "TROUBLESHOOTING 1 
section on pages 55 ~ 56 and try the solutions marked for each problem. 




WARNING: 

TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN OR 
MOISTURE. 



This Projector has a grounding-type AC line plug. This is a safety feature to be sure that the plug will fit into the 
Afer outlet. Do not try to defeat this safety feature- I." 

Intense light source. Do not stare directly into the projection lens as possible eye damage could result 
Be especially careful that children do not stare directly into the beam. 

The Remote Control Unit, supplied to this projector, emits the laser beam as the Laser Pointer function from the 
Laser Light Window while pressing the LASER button. Do not look into the Laser Light Window or shine the laser 
beam on yourself or other people. Eye damage may result. 

if the Projector will not be used for an extended time, unplug the new Projector from the power outlet 

This Projector should be set in the way indicated. Never hang the projector or fall down on its side* 
It may result in fire hazard. 

READ AND KEEP THIS USER'S GUIDE FOR LATER USE. 





RISK OF ELECTRIC SHOCK 
DO NOT OPEN 
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All the safety and operating instructions should be read 
before the product is operated. 

Read ail of the instructions given here and retain them for 
later use. Unplug this projector from AC power supply 
' 'ore cleaning. Do not use liquid or aerosol cleaners. Use 
■ w arnp cloth for cleaning. 

Do not use attachments not recommended by the 
s they may cause hazards. 



Do not place this projector on an unstable cart, stand, or 
table. The projector may fall, causing serious injury to a 
child or adult, and serious damage to the projector. Use 
only with a cart or stand recommended by the 
manufacturer, or sold with the projector. Wall or shell 
mounting should follow the manufacturer's instructions, 
and should use a mounting kit approved by the 
manufacturer. 

Do not expose this unit to rain or use near water... for 
example, in a wet basement, near a swimming pool, etc... 

Slots and openings in the back and bottom of the cabinet 
are provided for ventilation, to insure reliable operation of 
the equipment and to protect it from overheating. 

The openings should never be covered with cloth or other 
material, and the bottom opening should not be blocked by 
placing the projector on a bed, sofa, rug, or other similar 
surface. This projector should never be placed near or 
over a radiator or heat register. 

.This projector should not be placed in a built-in installation 
■ :|^h as a bookcase unless proper ventilation is provided, 

'-•■?W projector should be operated only from the type of 
power source Indicated on the marking label. If you are not 
sure of the type of power supplied, consult your authorized 
dealer or local power company. 



Do not overl 
can result in 
rest on the 
the cord will be 



or electric shock 

cord. Do not 
abused by persons 



Never push objects of any ; 
cabinet slots as they may ■ 
or short out parts that c$u 
shock. Never spill liquid of 



as this 

not allow anything to 
this projector where 

walking on it. 



through 

,ge points 
electric 



into 

dangerous volta 
result in a fire 

on 



Do not attempt to service this projector yourself as opening 
or removing covers may expose you to dangerous voltage 
or other hazards. Refer all servicing to qualified service 
personnel- 



Unplug this projector from wall outlet and refer servicing U 
qualified service personnel under the following conditions; 

a. When the power cord or plug is damaged or frayed. 

b. If liquid has been spilled into the projector. 

c. If the projector has been exposed to rain or water. 

d. If the projector does not operate normally by following th< 
operating instructions. Adjust only those controls that ar< 
covered by the operating instructions as imprope 
adjustment of other controls may result in damage anc 
will often require extensive work by a qualified techniclai 
to restore the projector to normal operation. 

e. If the projector has been dropped or the cabinet has beer 
damaged. 

f. When the projector exhibits a distinct change it 
performance-this indicates a need for service. 

When replacement parts are required, be sure the service 
technician has used replacement parts specified by the 
manufacturer that have the same characteristics as ths 
original part. Unauthorized substitutions may result in fire 
electric shock, or injury to persons. 

Upon completion of any service or repairs to this projector 
ask the service technician to perform routine safety checks 
to determine that the projector is in safe operating condition. 

mmm$^ : ^mwmw^ This projector is equipped with £ 

iMlP^^^iis^i rt ,A»,r.Hin« iv/n* Afi fin** r>h»n 



p grounding type AC line piut 
|| Should you be unable to insert th€ 
S|! plug into the outlet, contact vouj 
]|t electrician. Do not defeat the safety 
||| purpose of this grounding type plug. 



Follow all warnings and instructions marked on the 



For added protection to the projector during a lightning 
storm, or when it is left unattended and unused for long 
periods of time, unplug it from the wall outlet. This will 
prevent damage due to lightning and powerllne surges. 



H! An appliance and cart 
should be moved with 

|i| stops, excessive force, 
Ipf surfaces may cause tt 

HI and cart combination to 

m 



: the projector is to be built into a compartment or simi 
' the minimum distances must be mail 




ination 

. Quick 
uneven 

appliance 



Do not cover the ventilation slot on the projector. 
Heat build-up can reduce the service life of your 
and can also be dangerous. 



o \ , 
*° £ — S : 



~*i K- 50cm 



5Qcm 
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The Pro AV 932079320L is a multimedia projector 
. intuitive controls, Built-in multimedia features inc" 
ta! display (LCD) technology. The projector is 
th-f demand exceptional color quality. 



, a palette of 16,77 million colors 
^h-perforrnance business, training 



■-to-use,. 

and active matrix liquid 
imaging: applications 



mmdk 



The projector is compatible with many different types of personal computers and video devices, Im 

# IBM-compatible computers, including laptops, up to 1280 x 1024 resolution. 

# Apple Macintosh and PowerBook computers up to 1280 x 1024 resolution. 

# Various VCRs, video disc players, video cameras, DVD players, satellite TV tuners or other AV & 
the worldwide video standards, including NTSO, NTSC4.43, PAL, PAL-M, PAL-N and SECAM. 



qurpment using any of 




The resolution of the projector's projected image is 1024 x 788. The projector displays computer images just as they 
appear on your computer's monitor, Screen resolutions between 1024 x 768 and 12S0 x 1024 are compressed to 1024 
x 788. The projector cannot display screen resolutions above 1280 x 1024. If your computer's screen resolution is higher 
than 1280 x 1 024, reset it to a lower resolution before you conned the projector. 



This projector can detect display signals from most personal computers 
adjustments to project picture images from PC. 



currently distributed. It is free from complicated 



Screen display can be selected among; 

| Computer mode — True, Digital zoom (Expand, Compress, Panning) 

— Regular (4:3), Wide (1 6:9) 



MENU DISPLAY is displayed with; English, German, French, Italian, Spanish and Japanese. 




The projector comes with the parts listed below. Check to find all the parts are included. If any parts 
an authorized dealer or service station. 

• , ' • AC Power Cord, 



are missing, 



• User's Guide. 

• Wireless Remote Control Unit 

• Remote Control Cable, * 
m VGA Cable. 

• Mouse Cable for serial port. 

• VGA/MAC Adapter. 

• Video/Audio Cable (RCA type) 

• BNC/RCA Adapter. 

• Lens Cover. 



• Wireless/Wired Remote Control Unit. 

• Batteries for Remote Control Units. 
m Mouse Cable for PS/2 port. 

• Mouse Cable for ADB port. 

• PC Audio Cable (RCA type). 

• S~ Video Cable (Mini DtN-4 type). 
m Protective Dust Cover. 

• Registration Card 




# Apple, Macintosh, and PowerBook are trademarks or registered trademarks 

• IBM and PS/2 are trademarks or registered trademarks of Internationa! ry ' " : 
m Windows is a trademarks or registered trademarks of Microsoft Corporation, 

Other trademarks are the property of their respective owners. 



Apple Computer, Inc. 
ines» Inc. 



NAME OF EACH MR*r CNF THE PROJECTQB 




REMOTE 

RECEIVER 




SETTING-UP THE PROJECTOR 



P ?: ^i^j|^S||^ilS • ™ s Projector is basically designed to project on a flat projection surface. 

^li^l^^M^^i ♦ This projector can be focused from 4.9 f (1.5 m) - 80.7' (24.6 m). 

• Refer to the figure below as an example when positioning the projector to the screen. 

A THIS PROJECTOR SHOULD NEVER BE SET IN THE WAY v ^ 

INDICATED, NEVER HANG THE PROJECTOR UPSIDE DOWN. 
IT MAY RESULT IN FIRE HAZARD. 






^Screen 


Max. Zoom 




40" 


100" 


150" 


! 200" 

i 


300" 


400" 


600" 




Size j 


Min. Zoom 


jLr...... 




77" 


115" 


154" 


231* 


308" 


462" 




Distance 


j 4.9* (1.5 m) 


iai'{4.0 m) 


20' (6.1 m) 


26.9' (8.2 m) : 


40' (12.2 m) ; 


53.8' (16.4 m) 


80.7 (24.6 m) j 
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Picture tilt and projection angle can be adjusted by twisting MOVE THE PROJECTED IMAGE POSITION 
ADJUSTABLE FEET. Projection angle can be adjusted up Adjus? the p rojected image position (maxirrlurn 760m 
to 4 degrees by rotating Adjustable Feet. downward or upward on the 1 00" screen) by using lens sh 

function. (See page 33.) 




mum 

f 



INSTALLATION 



r ^ projector is equipped with a cooling fan to protect it from 
owneating. Pay attention to the following to ensure the ventilation 
and avoid a possible risk of fire and malfunction. 

• Do not cover the vents with papers or other materials. 

• Keep the rear grill at least 3.3' (1 m) away from any object. 

• Make sure that there are no objects under the projector. 
An object under the projector may prevent the projector 
from taking the cooling air through the bottom vent. 





AIR INTAKE VENT 
(BOTTOM SIDE) 



EXHAUST VENT 
(REAR SIDE) 





CAUTION IN CARRYING OR TRANSPORTING THE PROJECTOR 

# Do not drop or give a shock to the projector,. otherwise damage or malfunction may result 

# When carrying the projector, use a Proxlma recommended Carrying Case. 

# Do not transport the projector by using a courier or transport service in an unsuitable transport case, This may cause 
damage to the projector. To transport the projector through a courier or transport service, use a Proxima 
recommended Case, 

# For a carrying or transportation cases, contact a Proxima authorized dealer. 
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POWER REQUIREMENTS^ 



Your projector uses nominal input voltages of 100-120 VAC or 200-240 VAC, The 
ejector automatically selects the correct input voltage. The projector is designed 
w ,work with single-phase power systems having a grounded neutral conductor. To 
reduce the risk of electrical shock, do not plug into any other type of power system. 
Consult your authorized deafer or service station If you are not sure what type of 
power is supplied to your building. 





Connect the AC power supply c< 
(supplied) to the projector, 
The socket-outlet must be near t 
equipment and must be eas 
accessible. 



CONNECTING THE PROJECTOR 



TERMINABOiffm^^ 



lili 




|^ COMPUTER INPUT-1 TERMINAL (ANALOG HDB 15-PIN) 

Used to connect a computer to the projector. , 

COMPUTER INPUT-1 TERMINAL (DIGITAL MDR 20-PtN) 

Used to connect a computer to the projector. 

COMPUTER INPUT-2 JACKS (BNC TYPE x 5) 

Used to connect a computer to the projector. 

MONITOR OUTPUT TERMINAL (ANALOG HDB 15-PIN) 

Used to connect a monitor to the projector, 

COMPUTER AUDIO INPUT-1 JACKS (R and L) 

Used to connect an audio output from the computer to the 
projector. 

COMPUTER AUDIO INPUT-2 JACKS (R and L) 

Used to connect an audio output from the computer to the 
projector, 

AUDIO MONITOR OUTPUT JACKS (R and L) 
Used to connect an audio input from audio equipment to the 
projector. 



o 
o 
0 

o 



0 

© 
® 



CONTROL PORT-1 CONNECTOR 

Used to connect a mouse cable to the projector. 

CONTROL PORT-2 CONNECTOR 

Used to connect a mouse cable to the projector. 



|)USB PORT-1 CONNECTOR 

Used to connect a computer to the projector. 

USB PORT-2 CONNECTOR 
Used to connect a computer to the projector. 

SERIAL PORT TERMINAL (DB9) 
Used, to connect a computer to the projector. 

WIRED REMOTE JACK 

When using the wired remote control, connect the 
remote cable to this jack. 
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/IDEO INPUT JACKS-1 (BNC TYPE x 3) 

Used to connect a video source to the projector, 

S-VIDEO INPUT JACKv! 

Used to connect a S-VHS video source to the projector. 

AUDIO JNPUT JACKS-1 (R and L) 

Used to connect an audio source to the projector. 

VIDEO INPUT JACKS-2 (BNC TYPE x 3) 

Used to connect a video source to the projector. 

S-VIDEO INPUT JACK-2 

Used to connect a S-yHS video source to the projector. 



AUDIO INPUT JACKS-2 (R and L) 

Used to connect an audio source to the projector. 

j) VIDEO MONITOR OUTPUT JACKS (BNC TYPE x 3) 

Permits video connection to a monitor. 

VIDEO MONITOR (S-VIDEO) OUTPUT JACK 

Permits S-VHS video connection to a monitor. 

AUDIO MONITOR OUTPUT JACKS (R and L) 

Permits audio connection to a monitor. 
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CONNECTING THE PROJECTOR 



CONNECTING THE COMPUTER 



Personal computers can be connected to the HDB1 5-pin (VGA) terminal on the projector. 

• Connect the computer to these terminals using the VGA cable and VGA/MAC adapter (provided). 

CAUTION; For projectors, the VGA cabie provided is designed to reduce RFI {Radio Frequency Interference) emissions 
For regulatory compliance reasons, this cable must be used and must not be replaced by any other cable. 



1 Digital output signal from the computer can be connected to the DIGITAL terminal (MDR 20-pin). When using this input 
Graphic Accelerator Board designed lor this projector should be installed, into your computer and set-up the compute* 
configuration following instruction included in the Graphic Accelerator Board package. Refer to DIGITAL INPUT 
CONNECTION on page 15 and 17. * 



Personal computers can be connected to the computer input {Red, Green, Blue, Horiz. Sync, and Vert. Sync.) on the 
projector. 

• Connect the computer to these jacks using the BNC cables (not provided). 



• Connect audio outputs from your computer to these jacks using the audio cable (not provided). 



►"When the computer is operated by projector's remote control unit, connect three different type of cables (provtd<! 
between projector control port and computer mouse port or serial port. 







IBM Compatible computer with PS/2 mouse port. 


Mouse Cable for PS/2 port. 


IBM Compatible computer with serial port. 


Mouse Cable for Serial port. i 


Apple Macintosh computer with ADB mouse port. 


Mouse Cable for ADB port. 




CONTROL PORT CABLE REMOVAL 
HINT 

Disconnect control port cable with 
following steps. 



1. Hold the portion (A) 
of the connector 
with one hand. 

2. Pull the portion (B) . 
arrow direction and 
remove connector. 



r~ 

A 

i_ 



B 
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This terminal output the information of the selected computer source being viewed on the screen (Computer 1 or Computer 
When video source ("Video 1 H or "Video 2"} is selected, this terminal outputs Computer 1 input information, 

i external monitor can be connected to the HDB1 5-pin (VGA) terminal on the projector. 

Connect the monitor to this terminal using the VGA cable (not provided), 




Pin MoJSignal 

1 Red input 

2 Green input 

3 Blue input 

4 Sense 2 ■ 

5 Ground (Horiz.sync.) 

6 Ground (Red) 

7 Ground (Green) 

8 Ground (Blue) 



Pin NoJSignal 

9 Non Connect 

10 Ground (Vert, sync.) 

1 1 Sense 0 

12 Sense 1 
13. Horiz, sync 

14 Vert, sync 

15 Reserved 




These jacks will contain the audio information of the selected program source being viewed on the screen (Computer 
Computer 2, Video 1 or Video 2). If you have selected program source Computer 2 the audio' signal connected to t 
Computer 2 audio input jack will be available at the audio monitor output jacks. 
Use RCA type audio for connection. 

• If the audio Input of the audio equipment is stereo, be sure to connect the right and left channels to the respective ric 
and left Jacks. 

• If the audio input of the audio equipment is monaural, connect it to the left jack. 




# If you control the projector by computer, you must connect a cable (not provided) 
from your computer to thrs terminal. 




This Projector is designed for connecting with USB Port of the computer or peripheral 
equipment that is to be standard, 

S USB PORT 




tit 



Vcc 



Data 



gal] + Data 
§81 Ground 
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CONNECTING THE PROJECTOR 



fNG fj IBl-CpP^iL|pSl 



COMPUTER 



MONITOR CABLE 
(NOT PROVIDED) 



USA 




COMPUTER 
OUTPUT 

(BNC TYPE x 5) 



BNC CABLE x 5 

(NOT PROVIDED) 



COMPUTER OUTPUT (3 
(HD815-PSN TYPE) L LP 

4\ rn 



VGA CABLE 
(PROVIDED) 



SERIAL PORT PS/2 PORT 
INPUT INPUT 



COMPUTER R 
AUDIO OUTPUT L 





AUDIO CABLE 
(NOT PROVIDED) 



COMPUTER 

AUDIO INPUT 1 or 2 Rl 



fVtOUSE CABLE FOR 
PS/2 PORT 
(PROVIDED) 



MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 




CONTROL PORT 
OUTPUT 1 or 2 



SERIAL PORT CABLE 
{NOT PROVIDED) 



"OUT ] SERIAL L= 
S pQRT «^ 

OUTPUT 



AUDIO 
INPUT 




AUDIO CABLE 
(NOT PROVIDED) 

SPEAKER 
OUT 



Speaker (L) 







COMPUTER 
AUDIO OUTPUT 



Speaker (R) 



COMPUTER 
INPUT 2 



MONITOR 
OUTPUT 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
disconnected from AC outfet. Turn the projector and peripheral equipment on before the computer is switched on. 
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UUNNECTING THE PROJECTC 




DTE; This connection need optionally sold Graphic Accelerator Board. 
For this information, contact to your authorized dealer. 



COMPUTER 




Before using with digital connection, Install (Plug in) Graphic Accelera 
Board into PCI bus slot of the computer and set up the compu 
following instructions In the Graphic Accelerator Board package. 



MONITOR CABLE 
(NOT PROVIDED) 



GRAPHIC 
ACCELERATOR 
BOARD 



SERIAL 
INPUT 



PORT 




PS/2 PORT 
INPUT 

EZL 



INSTALL (PLUG) 
INTO PCf BUS SLOT 



COMPUTER 
AUDIO OUTPUT 



ANALOG 
OUTPUT 

DIGfTAL 
OUTPUT 




DIGITAL FLAT 
PANEL CABLE 
(NOT PROVIDED) 



AUDIO CABLE 
(NOT PROVIDED) 




w 



MOUSE CABLE FOR 

PS/2 PORT 
(PROVIDED) 



MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 



SERIAL PORT CABLE h 
(NOT PROVIDED) J f 



AUDIO 
INPUT 





AUDIO CABLE 

(NOT PROVIDED) 

SPEAKER ■ 
OUT 



Speaker (L) 



COMPUTER 
AUDIO OUTPUT 



Speaker (R) 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
I disconnected from AC outlet, Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECTING THE PROJECTOR 



COMPUTER 




COMPUTER OUTPUT rf=r 
(0B15-PfN TYPE) ULJ 




VGA CABLE 
{PROVIDED) 



SERIAL PORT PS/2 PORT 
^PUT INPUT 



COMPUTER 
AUDIO OUTPUT 



AUDSO CABLE 
(NOT PROVIDED) 





COMPUTER 
AUDIO INPUT 1 R 




COMPUTER 

r=iR INPUT 1 
(ANALOG) 



MOUSE CABLE FOR 
PS/2 PORT 
(PROVIDED) 



CONTROL PORT 
OUTPUT 1 



MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 



SERIAL PORT CABLE 
(NOT PROVIDED) 




SERIAL 

PORT 

OUTPUT 



AUDIO CABLE 
(NOT PROVIDED) 

SPEAKER 
OUT 



Speaker (L) 



Speaker (R) 



AUDIO 
INPUT 



Qoooo V/ 



Amp. 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
disconnected from AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 
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* TE: This connection need optionally sold Graphic Accelerator PC card, 
w For this information, contact to your authorized dealer. 



COMPUTER 



Before using with digital connection, install (Plug in) Graphic 
Accelerator PC card into card bus slot of the computer and set up 
the computer following instructions in the Graphic Accelerator PC 

card package. 




INSTALL (PLUG) 

INTO PC CARD 
BUS SLOT 



GRAPHIC 
ACCELERATOR 

PC CARD 



ANALOG 
OUTPUT 

DiGITAL 
OUTPUT 



} 



SERIAL PORT 

INPUT 



PS/2 PORT 
INPUT 



COMPUTER 
AUDIO OUTPUT 



AUDIO CABLE 

{NOT PROVIDED) 





MOUSE CABLE FOR 

PS/2 PORT 
(PROVIDED) 



MOUSE CABLE FOR 
SERIAL PORT 
(PROVIDED) 



SERIAL PORT CABLjE 
(NOT PROVIDED) : X 

f 





DIGITAL FLAT 
PANEL CABLE 
(NOT PROVIDED) 



COMPUTER 
INPUT 1 
(DIGITAL) 



CONTROL PORT 

OUTPUT 



AUDIO CABLE 
(NOT PROVIDED) 

SPEAKER 
OUT 



Speaker (L) 



Speaker (R) 



AUDIO 

INPUT 



>5 .O 



Amp, 



NOTE: When connecting the cable, the power cords of both the projector and the external equipment should be 
disconnected from AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECTING THE PROJECTOR 



COMPUTER 




COMPUTER 
OUTPUT 
{BNC TYPE x 5) 



BNC CABLE x 5 
(NOT PROVIDED) 



MONITOR CABLE 
{NOT PROVIDED) 



COMPUTER 
OUTPUT 




VGA/MAC ADAPTER 
{PROVIDED} 



ADB PORT ADS PORT 
INPUT INPUT 



COMPUTER 
AUDIO OUTPUT 



R 

L 



COMPUTER 
AUDIO OUTPUT1 or 2 




AUDIO CABLE 
(NOT PROVIDED) 



VGA CABLE* 
(PROVIDED) 




COMPUTER 
INPUT 1 
(ANALOG) 



MOUSE CABLE FOR 
ADS PORT 
(PROVIDED) 



CONTROL PORT 
OUTPUT 1 or 2. 



SERIAL PORT CABLE 
(NOT PROVIDED) 



AUDIO 
INPUT 



Arnp. 




SERIAL 
PORT 

OUTPUT 



AUDIO CABLE 
(NOT PROVIDED) 



SPEAKER 
OUT 



Speaker (L) 



I 



COMPUTER 
AUDIO OUTPUT, 



Set the dip switches as shown in the table below depending on 
the RESOLUTION MODE that you want to use before you turn 
on the projector and computer. 



COMPUTER 
INPUT 2 



MONITOR 

OUTPUT 



VGA/MAC ADAPTER 



SW1 ~ SW6 r°- 



mmmsKboi.;.:; 


hmmm^m 


4* ■ i ■■ ■■■ 




■ 

S /V c 






OFF 


OFF 


OFF 


OFF 




OFF P||l 


OFF 


IRIS 


OFF 


OFF 




off §mm 


11*1 : 


OFF 


_OFF 

OFF 


OFF 






Ifll 


ifilfl 


OFF j 



ON 
OFF 



r? ffa 



mm 



LJ 




rwfE: When connecting the cable, the power cords of both the projector and the external equipment should bv 
disconnected from AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECTING THE PROJECT 




COMPUTER 



NOTE: The Macintosh PowerBook requires the use of the PowerBook Video 
Adapter shipped with the PowerBook. 



VGA/MAC ADAPTER 
(PROVIDED) 



VGA CASLE 
(PROVIDED) 




Speaker (R) 



Set the dip switches as shown in the table below depending on 
the RESOLUTION MODE that you want to use before you turn 
on the projector and computer. 







ifi^Blfe^SJ off laii 


OFF 


■■■■ — - - r - "■•■'■,.',■'„-.« 

OFF ! OFF J OFF 




OFF fliil OFF OFF 


BlMBIiSil off KSH^i^ 


OFF 1 OFF | OFF 1' 




ftBI 0FF ! OFF j 



VGA/MAC ADAPTER 




;OTE; When connecting the cable, the power cords of both the projector and the externai equipment should be 
disconnected from AC outlet. Turn the projector and peripheral equipment on before the computer is switched on. 
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CONNECTING THE PROJECTOR 



CONNECTING THE VIDEO EQUIPMENT 




Connect to the video outputs of a VCR, video disc player, DVD player, video camera, satellite TV tuner or other A 
equipment. Connect video output from AV equipment to these jacks using the BNC cables. 

The video Input can be connected 3 types of signals; "COMPOSITE VIDEO", "Y/C SEPARATE VIDEO" and COMPONEN 
VIDEO (Y, Cb (B-Y), Cr (R-Y)}. 

Set VIDEO SOURCE of each video Input (VIDEO IN-1 or VIDEO IN-2) to input video matter, (Refer to "VIDEO SOURC 
I SELECT" operation on page 37). 



■— ; 



The Video input includes an extra video input jack marked S-VIDEO to allow connection to arr S-VHS format VCR that ha 
separate Y/C video signals. The S-VIDEO jack has priority over the VIDEO jack. * 




Connect to the audio outputs of a VCR, video disc player, DVD player, video camera, satellite TV tuner or other A^ 
equipment. Use RCA type audio cable for connection. 

• If the audio signal from the AV equipment is stereo, be sure to' connect the right and left channels to the respective righ 
and left audio input jacks. 

• If the external audio signal is monaural, connect it to the left jack. 



^^^^^^ 



se jacks will contain the video information of the selected program source being viewed on the screen (Video ^|:; : 

Weo 2), if you have selected program source Video 2 the video signaf connected to the Video 2 video input jack v/i 1^ 
available at the video monitor output jacks. If you select program source "Computer 1" or "Computer 2, the video signa 
connected to the Video 1 video input jack will be available at the video monitor output jacks. 
Use BNC cable for connection. 



The Video monitor output includes an extra video Input jack marked S-VIDEO to allow connection to an S-VHS format VCR 
that has separate Y/C video signals. The S-VIDEO jack has priority over the VIDEO jack. 



These jacks will contain the audio information of the selected program source being viewed on the screen (Video 1 or 
Video 2). If you have selected program source Video 2 the audio signal connected to the Video 2 audio input jack will be 
available at the audio monitor output jacks. If you select program source "Computer 1" or "Computer 2 H , the audio signal 
connected to the Video 1 audio input jack will be available at the audio monitor output jacks. 
Use RCA type audio cable for connection. 

0 if the audio input of the audio equipment is stereo, be sure to connect the right and left channels to the respective right 
and left jacks. 

# if the audio input of the audio equipment is monaural, connect it to the left jack. 
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UUfMNHGiiNU I HE PROJEC" 




Video Cassette Recorder 



DVD Player 
Video Disc Player 



Satellite 





Y C Cb (B-Y) Cr{R~Y) s . VfDEO AUDIO 

OUTPUT OUTPUT OUTPUT OUTPUT OUTPUT OUTPUT OUTPUT 
(BNC) (BNC) (BNC) (BMC) 





MONITOR 

WE; When connecting the cable, the 
disconnected from AC outlet. Turn 



SPEAKERS 



er cords of both the projector and the external equipment should be 
projector on before the peripheral equipment Is 



2 



0 

© 
0 



o 



,1^ 



LAW REPLACEMENT INDICATOR 

Light is orange when the Lamp life draws to an end. 

TEMPERATURE WARNING INDICATOR 

Flashes red when internal projector temperature is too -high. 

READY INDICATOR 

Light is green when projector lamp is ready to be turned on. 

LAMP POWER INDICATOR 

Light is dim when the projector is on. 

Light is brightened when the projector is in stand-by mode. 

VOLUME BUTTONS 

Used to adjust volume. 

ZOOM BUTTONS 

Used to operate power zoom lens. 

FOCUS BUTTONS 



LENS SHIFT BUTTONS 

Used to operate power lens shift. 

POWER ON/OFF BUTTON 
Used to turn the projector on or off. 

l| MODE BUTTON 

Used to select source, 

(Computer 1, Computer 2, Video 1 or Video 2 Input) 

AUTO IMAGE BUTTON 

Used to operate the AUTO IMAGE function. 



This button will activate the MENU operation. 

Use this button, the POINT UP/DOWN/LEFT/RIGHT buttons and the SELECT button to make adjustments to 
projector's setting in MENU operation. 

NORMAL BUTTON 

Used to reset to normal picture adjustment preset by factory. 

POINT U P/BO WN/LE FT/R I G HT BUTTONS . 

To select an item on the MENU that you want to adjust. To select an item, move the arrow by pressing these butt 

(UP, DOWN, LEFT or RIGHT). 

SELECT BUTTON "2, , . 

This button has different functions depending on when used. This button is used to execute the item selectee 

increase or decrease the values in certain items such as CONTRAST or BRIGHTNESS. 



FORE OPERATION 



OPERATION OF THE REMOTE CONTROL 



ippppillliil 



lilESS RE 




lis remote control unit is not om 
, a wireless mouse for a PC 
r wireless mouse operation, 

Ireless mouse is usable when PC mouse pointer is displayed on the screen, 
'hen the menu or indicator of the projector is displayed on the screen instead 
: the PC mouse pointer, the wireless mouse cannot be used. 

OTE: To use the unit as a PC wireless mouse, connect the projector to the 
PC with the attached cable. Signals from the projector are transmitted 
to the PC, enabling the remote control unit of the projector to be used 
as a PC wirefess mouse. (Refer to "CONNECTING THE PROJECTOR 
in pages 14 to 19 for 




LASER LIGHT WINDOW 



ASER POINTER button 

his remote control emits a laser beam light as the Laser 
o'mter from the Laser Light Window. 

/hen the LASER POINTER button is pressed, laser light goes 

<n: when the button is released, light goes off. 

.aser light is emitted with the RED light which tells the laser 



"he laser emitted Is a class E laser; therefore, do not look into 
he laser light window or shine the laser beam on yourself or 
>ther people. The three marks to the right are the caution 



CAUTION-use of controls or adjustments or performance of 
l edures other than those specified herein may result 




AVOID £XPOSURE»LA$ER 
RADIATION IS EMITTED 
FROM THIS APERTURE 



RADIATION 

do not stap.e mm mm 

CLASS 2 PRODUCT 



LASSft KLASSC 2 

®CS082S-t 4 Am. 1 1§S? 

max output' imjz&W : 1 «W 

WAVE LENGTH {MM} : %m*2®f>m 
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COMPUTER SELECT BUTTON 

Used to select computer mode. (Computer 1 or Computer 2 Input) 
VIDEO SELECT BUTTON 

Used to select video mode, (Video 1 or Video 2 Input) 
POWER ON/OFF BUTTON 
Used to turn the projector on or off. 
VOLUME BUTTONS 

Used to adjust volume. 



Used to select power zoom lens adjust. 
P-TIMER BUTTON 

Used to operate the P-TIMER function. 
FOCUS BUTTON 
Used to select focus adjust. 
FREEZE/NO SHOW BUTTON 

Used to freeze on-screen image or change the screen into black image. 
SOUND MUTE BUTTON 



LENS SHIFT BUTTON 

Used to select power lens shift. 

CURSOR BUTTON 

Used to display CURSOR on the screen. 

AUTO MAGE BUTTON 

Used to operate the AUTO IMAGE function. 

MENU BUTTON 

This button will activate the MENU operation. Use this button, the POINT UP/DOWN/LEFT/BIGHT button anc 
SELECT (REAR CLICK) button to make adjustments to the projector's setting in MENU operation. 



Use to reset to normal picture adjustment preset by factory. 
POINTING PAD (POINT UP/DOWN/LEFT/RIGHT BUTTON) 

When in use as a remote for the projector . 

To select an item on the MENU that you want to adjust. To select an item, move the arrow by pressing the 

upward, downward, leftward or rightward. . . _ 

Used to operate power zoom lens, power focus system or power lens shift by pressing the pad either upwar 

downward. 

When in use as a wireless mouse 

Used to move the pointer. The pointer is moved according to the direction you are pressing. 
LASER BUTTON ii 

When this button is pressed, laser light goes on; when the button is released, light goes off. 

FRONT CLICK BUTTON 

When in use as a remote for the projector 

Used to compress the image in D.ZOOM mode. 

When in use as a wireless mouse 

This button has the same function as the right button in a PC mouse. 

DIGITAL ZOOM BUTTON 

Used to select digital zoom function. 

SELECT {REAR CLICK) BUTTON 

When in use as a remote for the projector. 

This button has different functions depending on when used. This button is used to execute the item selectee 
increase or decrease the values in certain items such as CONTRAST or BRIGHTNESS. 
When in use as a wireless mouse 

This button has the same function as the left button in a PC mouse. 



BEFORE OPERATION 
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Note: For correct polarity (+■ and - 
terminal), be sure the battery 
terminals are in contact with the 
pins m 





Point the remote control toward the projector (Receiver wi 
for the remote control is about 18.4 s (5m) and 60" front and rear 



ndow) whenever pressing the buttons. Maximum operating ranc 
of the projector. 



"XT O O 






To insure safe operation, please observe the following precautions : 

• Use (2) AA, UM3 or R06 type alkaline batteries. 
m Change two batteries at the same time. 

• Do not use a new battery with a used battery. 

• Avoid contact with water. 

• Do not drop the remote control unit, 

• If batteries have leaked on the remote control carefully wipe the 
batteries, 



case clean and load new 
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WIRED REMOTE JACK 

When using the wired remote control, connect the remote 
cable to this jack. 

COMPUTER SELECT BUTTON 

Used to select computer mode, 
{Computer 1 or Computer 2 Input) 

VIDEO SELECT BUTTON 

Used to select video mode, (Video 1 or Video 2 Input) 

POWER ON/OFF BUTTON 
Used to turn projector on or off, 

VOLUME BUTTONS 
Used to adjust volume. 

Ijjfe ZOOM BUTTONS 

Used to operate power zoom lens. 

ti) FOCUS BUTTONS 

Used to operate power focus system. 

(?) SOUND MUTE BUTTON 

Used to mute sound. 

@ LENS SHIFT BUTTONS 

Used to operate power lens shift. 

51 F-TIMER BUTTON 

Used to operate the P-T1MER function. 




U' wUsed to operate the AUTO IMAGE function. 

■ MENU BUTTON 

: ... :\ This button will activate the MENU operation. 

- ' Use this button, the POINT UP/DOWN/LEFT/RiGHT buttons and jhe SELECT button to make adjustments to ti 
; projector's setting in MENU operation* 

Ifi POINT UP/DOWN/LEFT/RIGHT BUTTONS 

To select an item on the MENU that you want to adjust To select an item, move the arrow by pressing these buttoi 
(UP, DOWN, LEFT or RIGHT). 
' FREEZE/NO SHOW J3UTTON 

Used to freeze on-screen image or change the screen into black image. 
SELECT BUTTON 

This button has different functions depending on when used. This button is used to execute the item selected, ■ 
increase or decrease the values in certain items such as CONTRAST or BRIGHTNESS. 
DIGITAL ZOOM BUTTON 

Use to select diqitai zoom 



© 
§ 



NORMAL BUTTON 

Used to reset to norma! picture adjustment preset by factory. 



BEFORE OPERATION 



USA 





Note: For correct polarity (+ and - 
terminal), be sure the battery 
terminate are in contact with the 
pins in 



\ 



The 



unit can be used as 



Point the remote control toward the projector 
(Receiver window) whenever pressing the buttons. 
Maximum operating range for the remote control is 
about 16.4' (5m) and 60° front and rear of the 
projector. 




u u 



it 




Connect a remote control cable to R/C jacks located on the 
remote control unit and the side of the projector. 

To insure safe operation, 

m Use (2) AA, UM3 or R06 type alkaline batteries. 




Do not use a new battery with a used battery. 



• Do not drop the remote control unit 

0 If batteries have leaked on the remote control, 





WIRED REMOTE 
CABLE 
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CONTROL THE PROJECTOR 



, The projector has two types of operation: DIRECT OPERATION and MENU OPERATION. DIRECT OPERATION allows 
> operate the projector by using one button without showing the MENU. In MENU OPERATION mode, you display me 
W*re you can adjust the projector's settings. Follow the instruction for each control 





: ■% DJUSTITE i:: ;V \ 


^ii^ScgpimpLOF--,,, 




Srf?ONTRbL i " 


POWER ON/OFF . 


POWER ON-OFF 


POWER ON-OFF 


j! POWER ON-OFF 




MODE 


| COMPUTER 


COMPUTER 

VIDEO j 




VOLUME (+) and (-) 


VOLUME (+} and (-} 


: VOLUME (+) and (-) 




NOT AVAILABLE 


MUTE 


MUTE 




ZOOM (A) and (▼) 


Z.UUM {a.} ana |t; 


ZOOM 

POINT (UP/DOWN) 




FOCUS (A) and {▼) 


FOCUS (A) and (T) 


FOCUS ^ 
POINT (UP/DOWN) 


1 _ — - ^_ — 


LENS SHIFT (A) and {▼) 


LENS SHIFT (A) and (▼) 


: LENS SHIFT 

: POINT (UP/DOWN) 


DIGITAL ZOOM .i 1 


NOT AVAILABLE j 


D. ZOOM 

SELECT 

(UP/DOWN/LEFT/RIGHT) 


D. ZOOM 

SELECT (REAR CLICK) 
PROMT C\ \CK 
POINT 

{U P/DOWN/LEFT/R IG HT) | 


&OR&I M : PICTUR£ 


NORMAL 


NORMAL 


NORMAL , 




NOT AVAILABLE 


FREEZE/NO SHOW 'j 


FREEZE/NO SHOW 




NOT AVAILABLE 


FREEZE/NO SHOW 


FREEZE/NO SHOW 




NOT AVAILABLE 


P-T1MER 


P-TIMER 




AUTO IMAGE 


AUTO IMAGE 


AUTO IMAGE 




NOT AVAILABLE 


NOT AVAILABLE 


CURSOR 



2\ 



BEFORE OPERATION 




■ ■. ■ ■ 





POINT LEI 

SELECT 

POINT UP/DOWN 
SELECT 



POINT LEFT/RIGHT 
SELECT 



MENU 

POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 



SELECT 



SELECT (REAR CLICK) 



1. COMPUTER/VIDEO MODE 




2. VIDEO MODE 



I "h: : :y. ADJUST ITEM ' 




COLOR SYSTEM ' % 

'.'i \ VIDEO .. ■>/. 


MENU | MENU 

POINT LEFT/RIGHT POINT LEFT/RIGHT 

SELECT SELECT 

POINT UP/DOWN j POINT UP/DOWN 

SELECT SELECT 


MENU 

POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 
POINT (UP/DOWN) 
SELECT (REAR CLICK) 


f^fS^uiMft^^ 


MENU 

POINT LEFT/RIGHT 
SELECT 

POINT UP/DOWN 
SELECT 


MENU j 
POINT LEFT/RIGHT 
SELECT 

POINT UP/DOWN 
SELECT 


MENU 

POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 
POINT (UP/DOWN) 
SELECT (BEAR CLICK) 
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3. COMPUTER MODE 











\ MENU 

i POINT LEFT/RIGHT 
I SELECT 
; POINT UP/DOWN 
! SELECT 


j MENU 

POINT LEFT/RIGHT 
\ SELECT' 

POiN i UK/DDvVN 
! SELECT 

, 


MENU 

POINT (LEFT/RIGHT) 
| SELECT (REAR CLICK) 
POINT (UP/DOWN) 
SELECT (REAR CLICK) 


St- 


MENU 
' POiNT LEFT/RIGHT 
SELECT 

POINT UP/DOWN 
SELECT 


[ MENU 
POINT LEFT/RIGHT 
SELECT 

POINT UP/DOWN 
j SELECT 


( MENU 

; POINT {LEFT/RIGHT) 
| SELECT {REAR CLICK) 
POINT (UP/DOWN) 
■ SELECT (REAR CLICK) 


llti 


MENU 

POINT LEFT/RIGHT 

HEi \ n - ftF- "j** 
POINT UP/DOWN 
SELECT 


MENU 

j POINT LEFT/RIGHT 
SELECT 

: POINT UP/DOWN 
SELECT 


MENU 

i POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 
POINT (UP/DOWN) 

: SELECT. (REAR CLICK) 


-Kit 


MENU 

POINT LEFT/RIGHT 

SELECT 

POINT 

SELECT 


MENU 
; POINT LEFT/RIGHT 
SELECT 
POINT 

SELECT i 


MENU 

POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 
POINT 

(IE FT/RIGHT/UP/DOWN) 
SELECT (REAR CLICK) 






MENU 

POINT LEFT/RIGHT 
SELECT 

POINT UP/DOWN 
SELECT | 


MENU 

POINT LEFT/RIGHT 
SELECT 

POINT UP/DOWN 
SELECT | 


MENU 

POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 1 
POINT (UP/DOWN) 

SELECT (REAR CLICK) 




MENU 

POINT LEFT/RIGH T 
SELECT 

POINT UP/DOWN 

SELECT 

POINT 

LEFT/RIGHT/UP/DOWN | 


MENU 

POIN 1 Lfcr 1 /HJlari i 

SELECT 

POINT UP/DOWN 

SELECT 

POINT 

LEFT/RIGHT/UP/DOWN : 


MENU 

POINT (LEFT/RIGHT) 
SELECT (REAR CLICK) 
POINT (UP/DOWN) 
qci pox (RFAR CI \CK\ \ 

FRONT CLICK 
POINT 

(LEFT/R f G HT/U P/DOWN) 



■ NOTES : 



T.The MENU, once activated, will not disappear unless you choose MENU QUIT. If you switch to DIRECT operation by 
1 pressing a DIRECT operation button while in MENU mode, the menus will disappear and the MENU operation will end. 
2. You can use the REMOTE CONTROL UNIT or the TOP CONTROL OF THE PROJECTOR to operate the MENU 

operation. 
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BASIC OPERATION 



TURNING ON/OFF THE PROJECTOR 



Connect the projector to a source (Computer, VCR, Video Camera, Video Disc Player, etc.) using the appropris 
terminals on trie side of the projector (See "CONNECTING THE PROJECTOR" section on pages 10-21). 

Connect the projector's AC power cord Into a waif outlet and turn the MAIM ON/OFF switch (located on the side of t 
projector) to the ON position. The LAMP POWER indicator will light RED, the READY indicator will light GREEN. 

Press the POWER ON/OFF button on the remote control unit or on the projector to 
ON. The LAMP POWER indicator light will dim and the cooling fans will operate. The 
wait display appears on the screen and the count-down starts (30-29-28-...1). The 
signal from the source appears after 30 seconds. 




A CAUTION: 
TO MAINTAIN THE LIFE OF THE LAMP, ONCE YOU HAVE TURNED IT ON, WAIT AT LEAST 5 MINUTE 
BEFORE TURNING IT OFF. 



NOTE: TEMPERATURE WARNING INDICATOR flashes red, the projector will automatically turn off. 
Wait at least 5 minutes before turning the projector on. 

If the TEMPERATURE WARNING INDICATOR continued to flash, follow the procedures below: 

^ (1 }. Press POWER ON/OFF button to OFF. f : 

(2) . Check the air filter for dust accumulation. ^ 

(3) . Remove dust with vacuum cleaner (See "AIR FILTER CARE AND CLEANING" section on page 53.) 

(4) . Press POWER ON/OFF button to ON. 

If the TEMPERATURE WARNING INDICATOR still continues to flash, call your authorized dealer or servic 
station. 




Press the POWER ON/OFF button on the remote control unit or on the projector. 
The "Power off V appears on the screen. Press again the POWER ON/OFF burton 
to turn OFF the projector. The LAMP POWER indicator will light bright and READY 
indicator will turn off. The cooling fans will operate for 90 seconds after the projector 
is turned off. (During this "cooling down" period, the projector cannot be turned on.) 
The READY indicator will light green again and the projector may be turned on by 
pressing the POWER ON/OFF button. To power down completely, turn the MAIN 
ON/OFF switch (located on the side of the projector) to the OFF position. 
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"Tress the MODE button on the projector or the COMPUTER and 
VIDEO button on the remote control unit to select Computer 1, 
Computer 2, Video 1 or Video 2 Input The "Computer 1", "Computer 
2", "Video 1" or "Video 2" display will appear on the screen for a few 
seconds. 



MODE button 



JL 



COMPUTER bottoi 



VIDEO button 




Press the VOLUME buttons on the projector or on the remote control unit to adjust 
the volume. The volume display will be displayed on the screen for a few seconds. 
Pressing volume {+) will increase volume and increase the number on the screen. 
Pressing voiume {-) will decrease volume and decrease the number on the screen. 




Pressing the MUTE button on the remote controf unit will mute audio. Press the 
MUTE button again ta restore audio to its previous level. The mute display will be 
displayed on the screen for a few seconds. 




H«se Top control and Wireless/Wired remote control unit. 

; w ss the ZOOM (A) or (T) button to obtain your desired picture size. For a larger 
Picture, press (A) and for a smaller picture, press (Y). 

Use Wireless remote control unit. 

Press the ZOOM button and press POINT UP/DOWN button(s) to obtain your 
desired picture size. The Zoom display will be displayed on the screen for a few 
seconds. For a larger picture, press (UP) and for a smaller picture, press (DOWN). 




Use Top control and Wireless/Wired remote control unit 
: Press the FOCUS (A) or%r) button for a sharper, crisper picture. 

" Use Wireless remote control unit. 

Press the FOCUS button and press POINT UP/DOWN button(s) to obtain a 
sharper, crisper picture. The Focus display will be displayed on the screen for a 
. , few seconds. 

Use Top control and Wireless/Wired remote control unit 

Press the LENS SHIFT (A) or (▼) button to obtain your desired screen position. 
Use Wireless remote control unit. 

Press the LENS SHIFT button and press POINT UP/DOWN button(s) to obtain 
your desired screen position. The Lens shift display will be displayed on the 
Teen for a few seconds. 






■ ■ 
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BASIC OPERATION 




Press the 0. ZOOM button on the wireless remote control unit The "D.zoom" 
and the magnifying-glass icon is displayed to indicate Digital zoom mode. Digital 
zoom mode can be adjust the image size or pan the image, 
To expand the image size, press SELECT (REAR CLICK) button. The image is 
magnified by degrees (Expand function). 

To compress the image size, press FRONT CLICK button. The size of image is 
reduced by degrees {Compress function). 

To pan the image, press POINT UP/DOWN/LEFT/RIGHT (POINTING PAD) 
button(s). The image move to the direction indicated (Panning function) 



The normaf picture image level is factory preset on the projector and can be 
restored anytime by pressing the NORMAL button on the projector or on the 
remote control unit The "Normal* display will be displayed on the screen for a 
few seconds. 






Press the FREEZE/NO SHOW button on the remote control unit, and the picture will remain on-screen. This functio 
cancelled when the FREEZE/NO SHOW button is pressed again or any other button is pressed, 
NOTE: Your computer or video equipment is not affected by this function, and will 



Press the FREEZE/NO SHOW button (on the remote control unit) is twice. The 
screen will change into black image and the "NO SHOW" is displayed on the 

" screen for a few seconds. 

This function is cancelled when the FREEZE/NO SHOW button is pressed again 
or any other function button is pressed. 




Press the P-TIMER button on the remote control unit The timer display "00:00* 
appears on the screen and the timer starts to count the time (00:00 to 59:59). 
Press again the P-TIMER button to stop the timer. Then press the P-TIMER 
button to cancel the P-TIMER function. 



„ ^J0Q:01 ; 



Press the AUTO IMAGE button on the projector or on the remote control unit The rtern(s) indicated 
IMAGE FUNCTION are adjusted automatically. 

if all the items in AUTO IMAGE FUNCTION are "OFF", AUTO IMAGE SETTING display appears, 
the AUTO IMAGE FUNCTION, perform the steps 3 - 9 of "AUTO IMAGE FUNCTION" section on pa 



in 



AU 

oper 



Press the CURSOR button on the wireless remote control unit The CURSOR is 
displayed on the screen. Press POINT UP/DOWN/LEFT/RIGHT (POINTING 
PAD) button(s) to control CURSOR. The CURSOR is moved according to the 
direction you are pressing. Press CURSOR button again, and CURSOR 
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MENU OPERATION 



In MENU OPERATION mode, you can adjust the projector. You can use the TOP CONTROL OF THE PROJECTOR or 
REMOTE CONTROL UNIT. 



Wp- control of 

THE PROJECTOR 



WIRELESS REMOTE 
CONTROL UNIT 



menu 



MENU 

BUTTON 



POINT UP 

BUTTON 




POINT RIGHT 
BUTTON 



select 



POINT LEFT 

BUTTON 



POINT DOWN 
BUTTON 



Q 



'SELECT 
BUTTON 



WIRELESS/WIRED 
REMOTE CONTROL UNIT 



POINT UP BUTTON 



MENU 

. BUTTON 

POINT LEFT 
BUTTON 




POINT DOWN 
BUTTC 




MENU 
BUTTON 



:■■ ■. ■ 



SELECT 
BUTTON 

POINT RIGHT 

BUTTON 



PO I NT(UP/DOWN/LEFT/R IG HT) BUTTON 
Pressing the button upward, downward, 
leftward or rightwards 



SELECT 
(REAR CLICf 
BUTTON 



FRONT CLICK 
BUTTON 



^Sf^M Pan select a mode from MAIN MENU cfepfay among computer 1 , computer 2, video 1, video 2. 

C't' Press the MENU BUTJON and the MAIN MENU DISPLAY dialog box will appear. 

1 4; Press the POINT LEFT/RIGHT BUTTON(s) to select Computer or Video and press the SELECT (REAR CLICK' 
: :^3UTTON. Another dialog box MODE DISPLAY will appear. 

; ; :S . Press the POINT DOWN BUTTON and a red arrow will appear. 

£ Move the arrow to the, mode you want (computer 1, computer 2, video 1 or video 2) to use by pressing the POINT 
'■Un .UP/DQWN,BUTTON(4,and then press the SELECT (REAR CLICK) BUTTON. 

/' ■': ' • v 

/ MAIN MENU DISPLAY 




MAIN MENU DISPLAY 



BASIC OPERATION 
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You can adjust the sound volume, treble, bass levels and Built-in SR., Sound Mute ON/OFF switch in the MENU disp/ ; 

1 . Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

2. Press the POINT LEFT/RIGHT BUTTON(s) to select SOUND and press the SELECT (REAR CLICK) BUTTO 

Another dialog box SOUND ADJUST DISPLAY will appear. 

3. Press the POINT DOWN BUTTON and a red arrow will appear. 

4. Move the arrow to an item that you want to adjust by pressing the POINT UP/DOWN BUTTON(s). 

5. To increase the sound volume, treble and bass, point the arrow to A and then press the SELECT (REAR CLIC 
BUTTON. To decrease the sound volume, treble and bass, point the arrow to T and then press the SELECT (RE/ 

f CLICK) BUTTON. 

6. To disconnect the built-in speaker, point the arrow to Built-in SP, and then press the SELECT (REAR CLIC; 
BUTTON, The display is changed Off and Internal speaker Is disconnected. 

7. To mute the sound, point the arrow to Mute and then- press the SELECT (REAR CLICK) BUTTON. The display 
changed On and mute the sound, 

8. To quit the MENU, point to Quit and then press the SELECT (REAR CLICK) BUTTON. 

MAIN MENU DISPLAY 




SOUND ADJUST 
DISPLAY 
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A 

1. 

2. 

3. 

4. 



language in the MENU display can be selected among English, German, French, Italian, Spanish and Japanese. 
Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

Press the POINT LEFT/RIGHT BUTTON(s) to select LANGUAGE and press the SELECT (REAR CLICK) BUTTON 

Another dialog box LANGUAGE SETTING DISPLAY will appear. 

Press the POINT DOWN BUTTON and a red arrow will appear. 

Move the arrow to the language you want to use by pressing the POINT UP/DOWN BUTTON(s) and then press the 
SELECT (REAR CLICK) BUTTON . 
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This projector is compatible with the six major broadcast video standards: 
and PAL-N (COLOR SYSTEMS). When the color system is set to "Auto post 
ystems {PAL, SECAM, NTSC or NTSC 4.43} automatically. However, if the vi 
Wfhe video format, the projector may not reproduce the proper video image. In 
you to choose a specific broadcast signal format. 



:, SECAM, NTSC, NTSC 4.43 ? PAL-K 
lion", this projector can detect one of < 

ieo signal Is not strong enough to detec 
case this happens, this projector allows 



1. Connect the video equipment to the PROJECTOR and turn the projector on first. 

2. Set MODE SELECT to "VIDEO MODE 14 . 

3. Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear, 

4. Press the POINT LEFT/RIGHT BUTTON(s) to select SYSTEM and press the SELECT (REAR CLICK) BUTTON, 
Another dialog box COLOR SYSTEM DISPLAY will appear. The current COLOR SYSTEM is displayed in the systerr 

■ window, 

5. Press the POINT DOWN BUTTON and a red arrow will appear. 

6. To change the current COLOR SYSTEM, press the POINT UP/DOWN BUTTON{s) to move the arrow to a desirable 
system and then press the SELECT (REAR CLICK) BUTTON. 

7. The setting changed remains effective until the MAIN ON/OFF switch is 1 

MAIN MENU DISPLAY 
Video 
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1 . Connect the video equipment to the PROJECTOR and turn the projector on first 

2. Set MODE SELECT to "VIDEO MODE". 

3. Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear, 

4. Press the POINT LEFT/RIGHT BUTTON(s) to select VIDEO SOURCE and press the SELECT (REAR 
BUTTON. Another diafeg box VIDEO SOURCE DISPLAY will appear. The current VIDEO SOURCE is 
the window. 

5. Press the POINT DOWN BUTTON and a red arrow will appear 

6. To change the current VIDEO SOURCE, press the POINT UP/DOWN BUTTON(s) to move the arrow to a desirable 
video source and then press the SELECT (REAR CLICK) BUTTON. 

7. The setting changed remains effective until the MAIN ON/OFF switch is turned off. 
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^icture adjustments have been preset at the iaciory, if you want to change the setting, operate the projector as follow 
M. Press MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

2. Press the POINT LEFT/RIGHT BUTTON(s) to sefect IMAGE and press the SELECT (BEAR CLICK) BUTTOh 
Another dialog box IMAGE ADJUST DISPLAY will appear. This shows the current picture settings. 

3. In this dialog box, you can adjust the settings by increasing or decreasing the levels shown as numbers. The items an 
the range of the levels that you can adjust are summarized in the table below. 

4. Press the POINT DOWN BUTTON and a red arrow will appear. 

5. Move the arrow to an item that you want to adjust by pressing the POINT UP/DOWN BUTTON(s). 

6. To increase the level, point the arrow to A and then press the SELECT (REAR CLICK) BUTTON. To decrease th 
level, point the arrow to ▼ and then press the SELECT (REAR CLICK) BUTTON. 

7. You may want to store the settings in the memory so that you can recall them later. To store the settings, move th- 
arrow to Stored and then press the SELECT (REAR CLICK) BUTTON. When you have stored the settings, "OK V \ 
displayed for confirmation. $ 

8. Move the arrow to Yes and then press the SELECT (REAR CLICK) BUTTON. The stored settings are memorize* 
even if the MAIN ON/OFF is switched off. ' r 

9. To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 

10Jf you do not want to store the settings, move the arrow to Quit and then press the SELECT (REAR CL(CK) BUTTON 
The settings changed remains effective until the MAIN ON/OFF switch is turned off. 

11 .To recall the settings from the memory that you have stored, move the arrow to Reset and then press the SELEC1 
(REAR CLICK) BUTTON. When you have reset the settings, "OK ?" is displayed for confirmation. Move the arrow it 
Yes and then press the SELECT (REAR CLICK) BUTTON. You can adjust the settings again if needed. 

NOTE : "TINT" will be skipped in the PAL, SECAM, PAL-M and PAL-N mode. 
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TABLE OF PICTURE IMAGE ADJUSTMENT 





DECREASES 0 «« » 63 INCREASES \ 




MORE PURPLE 0 63 MORE GREEN 




DECREASES 0 53 INCREASES 



LIGHTER 



■ 83 DEEPER 



This projector has the Wide function, which enables you to view a wider video image. 
* vjDE function 

w iis projector is able to project not only a normal video image (with 4x3 aspect ratio), but also a wider video image by 
compressing 4x3 image. This feature enable you to enjoy watching pictures like cinema images. You can switch either 
to WIDE or to REGULAR screen mode. 

1 . Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear 

2. Press the POINT LEFT/RIGHT BUTTON(s) to select SCREEN and press the SELECT {REAR CLICK) BUTTON. 
Another dialog box SCREEN ADJUST DISPLAY will appear. 

3. Press the POINT DOWN BUTTON and a red arrow will appear, 

4. To switch to "Wide" mode, move the arrow to Wide by pressing the POINT UP/DOWN BUTTON(s) and then press the 
SELECT (REAR CLICK) BUTTON. 

5 - To switch to "Regular" mode, move the arrow to Regular by pressing the POINT UP/DOWN BUTTONS and thpn 
press the SELECT (REAR CLICK) BUTTON. W 
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This projector is adjustable to different types of computer display signals based on VGA, SVGA XGA or SXGA 
"COMPATIBLE COMPUTER SPECIFICATIONS" on the next page). If you set MODE SELECT to "COMPUTER'- 
projector will automatically process the incoming signal and project the proper image without any special settin 
Although this will work in most cases, you may be required to manually set the projector for some computer signals. If if 
computer image is not reproduced properly, try the following procedure and switch to the computer display mode that yc 
want to use. 

1. Connect the COMPUTER to the PROJECTOR and turn the projector on first, 

2. Set MODE SELECT to "COMPUTER MODE (1 or 2)\ This shows the current display mode initially detected by th 
I projector in the system window. And "Current mode" display appears, 

NOTE; 1. if the projector cannot discriminate or detect the input signal from the computer, the "Go PC adj." displa 
appears. . 

NOTE : 2. If no Input signal from the computer, the "No signal" display appears, * 

NOTE : 3, If the incoming signal is digital, the "D-VGA", "D-SVGA", "D-XGA" or "D-SXGA" display appears. 

3. Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear, 

4. Press the POINT LEFT/RIGHT BUTTON(s) to select SYSTEM and press the SELECT (REAR CLICK) BUTTON 
Another dialog box COMPUTER SYSTEM DISPLAY will appear. 

5. Press the POINT DOWN BUTTON and a red arrow will appear. 

8, If you want to change the current display mode, move the arrow by pressing the POINT UP/DOWN BUTTON(s) tc 
select one of the modes, 

7. Press the SELECT (REAR CLICK) BUTTON to change the display mode. 

8, To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 
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CURRENT MODE 
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When the mark (£» is displayed as BLACK, computer 
system mode will be available on the next page. Move 
an arrow to the mark (£» and press the SELECT 
(REAR CLICK) BUTTON to show computer system 
mode described on the next page. 



PC ADJUSTMENT 

This is a special function that may be used when a computer image is 
more detail.) 



not reproduced properly. (See the pages 45 ~ 48 for 
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VGA3 
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SVGAS 


800 x 600 


38,00 


60.51 




SXGA14 


1 280 X 1024 
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(Interlace) 
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SXGA16 


1280 X 1024 
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HDTV720p 
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XGA12 


1 024 x 768 
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86.96. 
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HDTV 1080} 


1920x 1080 


33.75 


60,00 
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Specifications are subject to change without nolics. 
OTE: Basically this projector can accept the signal from all computers with the above mentioned V f H-Frequency and 
less than 200 MHz of Dot Clock, 
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The Auto image function is provided to automatically adjust Fine sync, Total dots and Screen position for r - 
computers. 

NOTE: This auto image function will be skipped when the incoming signal is digital. 
1- Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear 

2. Press the POINT LEFT/RIGHT BUTTON(s) to select AUTO IMAGE and press the SELECT {REAR CLICK) BUTTON 
Another dialog box AUTO IMAGE SETTING DISPLAY will appear. 

3. Press the POINT DOWN BUTTON and a red arrow will appear. 

4. Move the arrow to an ttem(s) you want to adjust by pressing the POINT UP/DOWN BUTTON(s). 

5. Change the setting "On" , press the SELECT (REAR CLICK) BUTTON. 

6. Move the arrow by pressing the POINT UP/DOWN BUTTON(s) to select "Go!" and then press the SELECT (REAI 
CLICK) BUTTON. The auto image function is started now. It will take about 10 seconds. 

7. To store the settings, move the arrow to Stored and then press the SELECT (REAR CtLJCK) BUTTON. When yo; 
have stored the settings, "OK?" is displayed for confirmation. 

8. Move the arrow to "Yes" and then press the SELECT (REAR CLICK) BUTTON. The stored settings are memorize* 
even if the MAIN ON/OFF is switched off. 

9. To quit the MENU, point to Quit and then press the SELECT (REAR CLICK) BUTTON. 

10. This setting is temporarily effective until you turn off the projector or change the input signal. 

NOTE: The fine sync, total dots and screen position of some computers may not be fully adjusted with the "Auto Image 
Function." In that case, use the "Picture image" and/or "Picture Position" adjustments (see pages 43 ~ 44) tc 
make fine-adjust them after the "Auto Image Function" is executed. 
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7. 



8. 
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cture adjustments have been preset at the factory, ff you want to change the setting, operate the projector as follows. 
Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

Press the POINT LEFT/RiGHT BUTTON(s) to select IMAGE and press the SELECT (REAR CLICK) BUTTON 

Another dialog box IMAGE ADJUST DISPLAY will appear This shows the current picture settings. 

In this dialog box, you can adjust the settings by increasing or decreasing the levels shown as numbers. The item* 

and the range of the levels that you can adjust are summarized in the table below. 

Press the POINT DOWN BUTTON and a red arrow will appear. 

Move the arrow to an item that you want to adjust by pressing the POINT UP/DOWN BUTTON(s). 

To increase the level point the arrow to A and then press the SELECT (REAR CLICK) BUTTON. To decrease th* 

level, point the arrow to T and then press the SELECT (REAR CLICK) BUTTON. 

You may want to store the settings in the memory so that you can recall them later. To store the settings, move the 
arrow to Stored and then press the SELECT (REAR CLICK) BUTTON. When you have stored the settings, "OK V k 
displayed for confirmation. 

Move the arrow to Yes and then press the SELECT (REAR CLICK) BUTTON. The stored settings are memorizec 
even if the MAIN ON/OFF Is switched off. 

To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 

if you do not want to store the settings, move the arrow to Quit and then press the SELECT (REAR CLICK) 

BUTTON. The settings changed remains effective until the MAIN ON/OFF switch is turned off. 

To recall the settings from the memory that you have stored, move the arrow to Reset and then press the SELECT 

(REAR CLICK) BUTTON. When you have reset the settings, M OK T is displayed for confirmation. Move the arrow to 

Yes and then press the SELECT (REAR CLICK) BUTTON. You can adjust the settings again if needed. 



Tine sync" and 'Total clots** will 
I^^^^S^^^Sl^M be skipped when the incoming 




The projector may not reproduce a proper 
image for some SXGA signals. 
Since SXGA (1280 x 1024) image is 
converted to XGA (1024 x 768) image by 
partial scan, some lines and dots of the 
image do not appear. 

Some video noise of flicker on this 
compressed SXGA image cannot be 
eliminated even though you try to make a 
Fine sync adjustment. 
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1 . Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

w 2. Press the PCM NT LEFT/RIGHT BUTTON(s) to sefect POSITION anci press the SELECT (REAR CLICK) BUT! 
Another dialog box POSITION SETTING DISPLAY will appear. 

3. Press the POINT DOWN BUTTON and a red arrow will appear. 

4. Move the arrow to a desirable direction {+-,-►, f or | ) by pressing the POINT LEFT/RIGHT/UP/DOW! 
BUTTON(s) and press the SELECT (REAR CLICK} BUTTON to a desirable picture position. 

5. You may want to store the settings to the memory so that you can recall them later. To store the settings, move th 
arrow to Stored and then press the SELECT (REAR CLICK) BUTTON. When you have stored the settings, "OK V I 
displayed for confirmation. 

■I s * Move th « arrow to Yes and then press the SELECT (REAR CLICK) BUTTON. The stored settings are memorized eve< 
if the MAIN ON/OFF is switched off. 

7. To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 

8. If you do not want to store the settings, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON 
The settings changed remains effective until the MAIN ON/OFF switch is turned off, \{ 

9. To recall the settings from the memory that you have stored, move the arrow to Reset and then press the SELEC1 
(REAR CLICK) BUTTON. When you. have reset the settings, "OK T is displayed for confirmation. Move the arrow tc 
Yes and then press the SELECT (REAR CLICK) BUTTON, You can adjust the settings again if needed 
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NOTE: This function will be skipped when the incoming signal is digital. 

T his projector can automatically detect most display signals from most personal computers currently distributed, 
^owever, some computers adopt a special signal format which is different from the standard one and the projector 
cannot detect it If this happens, the projector cannot reproduce a proper image. And a flickering picture, a non- 
synchronized picture, a non-centered picture or a skewed picture may be projected instead. 

For those non-standard formats, this projector is provided with PC ADJUST, enabling you to precisely adjust several 
parameters to match with the input signal format. The projector has eight independent memory areas where you can 
store the parameter you have set. This enables you to recall the setting for a specific computer when you need it. 

1 . Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

Z. Press the POINT LEFT/RIGHT BUTTON(s) to select PC ADJUST and press the SELECT (REAR CLICK) BUTTON. 
Another dialog box "Where to reserve" will appear. 

3, In this dialog box, you will select one of the memory areas from among "Mode 1 " to "Mode 8". If parameters have 
been previously set and stored in the memory, the status "Stored" will appear on the corresponding row. if not, "Free" 
will appear. - " 

4, Press the POINT DOWN BUTTON and a red arrow will appear. 

5, Move the arrow to one of the "Modes" (Free position) where you want to store the parameters by pressing the POINT 
UP/DOWN BUTTON(s). Press the SELECT (REAR CLICK) BUTTON to select It 

NOTE : If "Stored" appears in all Modes, no new PC parameter data can be stored, in this case, clear the PC parameter 
data using Mode free Function. 
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6. Another dialog box ''PC ADJUSTMENT DISPLAY 1" will appear and the parameter data for the Mode you hav 
selected is shown in this dialog box. 

7. The parameters will be filled with the data determined by the projector according to the present signal input. 
- 8. The function of the parameters and their values are summarized in the tabie as below. 

9. Move the arrow to an item that you want to adjust by pressing the POINT UP/DOWN BUTTON (s). 
10To increase the level, point the arrow to A and then press the SELECT (REAR CLICK) BUTTON. To decrease th 

level, point the arrow to T and then press the SELECT (REAR CLICK) BUTTON. 
1tJf you want to store the settings in the memory, move the arrow to Stored and press the SELECT (REAR CLICK 

BUTTON. When you have stored the settings, H OK ?" is displayed for confirmation, Move the arrow to Yes and thei 

press the SELECT (REAR CLICK) BUTTON. 

1 12.To recall the parameter data before setting, move the arrow to Reset and then press the SELECT (REAR CLICK 
I BUTTON. When you have reset the settings, "OK V is displayed for confirmation. Move the arrow to Yes and ther 
press the SELECT (REAR CLICK) BUTTON. You can adjust the settings again if needed. 

13. To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 

1 4. if you quit the MENU without storing the settings in the memory, the parameter data you changed will not be kept 

15. The stored settings are memorized even if the MAIN ON/OFF is switched off. ^ 

16. Adjust the data such as a "Clamp", Tine sync", "Display area", "Horiz. scale" and "Vert, scale* If needed move the 
arrow by pressing the POINT UP/DOWN BUTTON(s) to select (T). Press the SELECT (REAR CLICK) BUTTON. 
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The number of the total vertical lines. Adjust the number to match your PC image, 




The number of the total dots in one horizontal period. Adjust the number to match your PC image. 




Adjustment of the horizontal picture position. When the image Is not centered on the screen, adjust this. 




Adjustment of the vertical picture position. When the image is not centered on the screen, adjust this. 
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17. Another dialog box ,! PC ADJUSTMENT DISPLAY T will appear and the parameter data for the Mode you have seiec 
Is shown in this dialog box. 

1 8. Move the arrow to an item that you want to adjust by pressing the POINT UP/DOWN BUTTON(s). 

19. To increase the level, point the arrow to A and then press the SELECT (REAR CLICK) BUTTON. To decrease 
level, point the arrow to T and then press the SELECT {BEAR CLICK) BUTTON. 

j If you want to store the settings in the memory, move the arrow to Stored and press the SELECT (REAR CLH 
w ' BUTTON, When you have stored the settings, "OK ?" is displayed for confirmation. Move the arrow to Yes and tl 
press the SELECT (REAR. CLICK) BUTTON. 

21 . To recall the parameter data before setting, move the arrow to Reset and then press the SELECT (REAR CLM 
* BUTTON When you have reset the settings, *OK ?" is displayed for confirmation. Move the arrow to Yes and t! 

press the SELECT {REAR CLICK) BUTTON. You can adjust the settings again if needed. 

22. To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 

23. If you quit the MENU without storing the settings in the memory, the parameter data you changed will not be kept. 

24. The stored settings are memorized even if the MAIN ON/OFF is switched off. 
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Adjust the display area, move the arrow 
by pressing the POINT UP/DOWN 
BUTTON(s) to select { ► ) and press the 
SELECT (REAR CLICK) BUTTON. 
. Another dialog box "DISPLAY AREA 
DISPLAY" will appear. 
Move the arrow to an item that you want 
to select display area by pressing the 
POINT UP/DOWN BUTTON(s) and 
press the SELECT (REAR CLICK) 
BUTTON. 



H, V box. 

To close dialog 

"Quit" and press 

CLICK} BUTTON. 



n$?ve the arrow to 
thi SELECT (REAR 












CLAMP 




Adjustment of the ciamp level. 


When the image has a dark bar, try this adjustment. 






Adjust the picture as necessar 


y to eliminate flicker from the display. 




A RF A 

.... 


Adjustment the display area to match your PC. 


'^flORIZ, S 


...... — ;j 

CALE : :; : -' : " 


Expanding or compressing level for the horizontal direction. 


.... 'Mim 




Expanding or compressing lev 


el for the vertical direction. 
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MODE FREE 

The Mode free function is provided to confirm or clear the parameter data produced by PC ADJUST, 
; ; . Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

w 2. Press the POINT LEFT/RIGHT BUTTON(s) to select PC ADJUST and press the SELECT (REAR CLICK) BUTT^ 
Another dialog box "Where to reserve" will appear, 

3. Press the POINT DOWN BUTTON and a red arrow wit! appear. 

4. Move the arrow to one of the "Modes" (Stored position) that you want to confirm by pressing the POINT UP/DOW 
BUTTON(s). Press the SELECT (REAR CLICK) BUTTON. Another dialog box "PC ADJUSTMENT DISPLAY" w 
appear. 

5. To quit the MENU, point to Quit and then press the SELECT (REAR CLICK) BUTTON. 
J 6. To modify the parameter data, perform the steps 9 ~ 24 of PC ADJUSTMENT SECTION. 

7. To clear the parameter data, move the arrow by pressing the POINT UP/DOWN BUTTON(s) to select Mode free 
Press the SELECT (REAR CLICK) BUTTON. "OK?' 1 is displayed for confirmation, 

8. Move the arrow to Yes and then press the SELECT (REAR CLICK) BUTTON to clear the parameter data. 

9. To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 
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This projector can adjust the image size and pan the image with PICTURE SCREEN ADJUSTMENT. 



1 . Press MENU BUTTON and MAIN MENU DISPLAY dialog .box will 

.2. Press POINT LEFT/RIGHT BUTTON (s) to select SCREEN and press the SELECT (REAR CLICK) BUTTON. Ano 
dialog box SCREEN ADJUST DISPLAY will appear 

3. Press POINT DOWN BUTTON and a red arrow will appear. 
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. To adjust the Image size or pan the image, move the arrow to Digital zoom by 
pressing POINT UP/DOWN BUTTON (s) and then press SELECT {REAR 

■ CLICK) BUTTON. MAIN MENU DISPLAY and SCREEN ADJUST DISPLAY will 
disappear, The "D.zoom" and the magnify ing-glass icon is displayed to indicate 
Digital zoom mode, 



- 5, Move the magnffying-glass icon by pressing the POINT UP/DOWN/LEFT/RIGHT (POINTING PAD) BUTTON(s). 

6.' To expand the image, press SELECT (REAR CLICK) BUTTON. The image is magnified by degrees (Expand function; 

'■• 7. To compress the image size, press FRONT CLICK button on the remote control The size of image is reduced . 
■ ■ ■' degrees (Compress function), 

"| : 8, To pan the image, press POINT UP/DOWN/LEFT/RIGHT (POINTING PAD) BUTTON(s) and move the magnifyin 
^lass icon. 

^:^rf Jo cancel the Digital Zoom mode, press other buttons (Except NORMAL and CURSOR BUTTONS), 
1-0. Press the NORMAL BUTTON in Digital zoom mode, the image size changed to the screen size (1024 x 768). 

1 . Press the CURSOR BUTTON in Digital zoom mode, the magnify! ng-glass icon is disappears on the screen. Howeve 

the Digital Zoom mode is held. 

12. To- turn the image size to true size (1024 x 768 in XGA or SXGA, 800 x 600 in SVGA and 640 x 480 in VGA), mov 
the arrow to True by pressing POINT UP/DOWN BUTTON(s) and then press SELECT (REAR CLICK) BUTTON. Th 
image size is turned to the true size. 

" : #Tnis projector cannot cfispiay in the resolution more than 1280 x 1024. If your computer's screen resolution is higher tha 
; ■ ' 1280 x 1024, reset thet resolution to the lower. 

■ ' # The image data of V(*A (640 x 480), SVGA (800 x 600), or SXGA (1280 x 1024) is modified to fit the screen size in th 
initial mode. 

, # When the original image size is larger than the screen size (1024 x 768), this projector becomes Digital Zoom mod. 
' automatically. 

• The maximum size in expand mode is 4 times as large as the original screen size. (When original image size is smalie 
,. . : than the screen size (1024 n 768) . 

• The minimum size in compress mode is the screen size (1 024 x 768) in XGA or SXGA mode, 800 x 600 in SVGA modi 
or 640 x 480 in VGA mode. 

. • Panning function can work only when the image is expanded. 

• The normal "Panning Operation* may not function properly if the computer system prepared with the *PC Adjust 1 " is 

used. 
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This projector has other functions selling: Blue back, Display, Reverse T/8 r Reverse R/L, Split wipe, Power managemef 
USB, Remote control and Lamp age. 

When this function ts in the "On" position, the projector will project a blue image without video noise on the screen when tr 
video source is unplugged or turned off, 



When this function is in the "On" position, on-screen displays always 
[on-screen displays are very helpful, these may spoil the view if 
you can keep back certain displays by switching this function "Off" 

m Wait Display • Mode Display 

0 Mute Display # Zoom/Focus/Len 

# Normal Display # No show Display 



appear when adjustments are made. Although thes 
are made during presentations. To avoid thfc 
foflowings are the displays that you can hide. 

♦ Volume Display 

mo.: 



When this function is in the w On" position, the top/bottom picture reverse. 



When this function is in the "On" position, the left/right picture reverse capability 
lets you project onto a rear projection screen. 





Turn SPLIT WIPE function On in the SETTING menu. The picture will change into next one by sliding black image side 
ways when the input source is changed. 

Change the input source by MODE button. The picture is replaced by black image from side ways to the center, and the 
next one appears from the center to side ways like drawing the black curtains. 



Power management will be turn the projector Lamp off when the input signal is interrupted (Picture is not displayed) over 5 
minutes. This aims at saving power and Lamp life. The Lamp is automatically turned on when the signal is input 
To activate this function, turn the "Power management" in the SETTING menu "On". 



This Projector is designed for connecting with USB Port of the computer or peripheral equipment that is to be standard. 

When this function Is in the * » (Mouse) position, you control the pointer of the computer used the projector's 

wireless remote control unit 

When this function is in the " LSJ * (Control) position, you control the projector by computer. 

NOTE: Before you control the projector by computer, install USB driver (optionally saied parts) and set up the computer 
following instruction in the USB driver package. Contact your authorized dealer. 
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This projector can be operated with two different code, one is factory-set norma! code (MODE 1) and the other o? 
extended code {MODE 2). 

_ his is Lised t0 Present the remote control operation mixture (jam) when two projector and several remote control v 
equipments are system-up end used together. 

When you change the code MODE 2, you must change both projector and Remote Control Unit. 
To change Projector code: 

Set REMOTE CONTROL in SETTING menu (below figure) to "MODE 2". 
To change Remote Control Unit code: 

Press both "MENU" and "NORMAL" button on the Remote Control Unit for over 10 
seconds. 

After code changed, make sure the Remote Control operation is functioning property. To 
go back to normal code (MODE 1), take same operation above. 





ws 



- 1 * ^ess the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

2. Press the POINT LEFT/RIGHT BUTTON(s) to select SETTING and press the SELECT (REAR CLICK) BUTTC 
, Another dialog box SETTING DISPLAY will appear. 

3. Press the POINT DOWN BUTTON and a red arrow will appear. 

. 4 - Move tne arrow to an item you want to set by pressing the POINT UP/DOWN BUTTON(s). 
| 5 « » f you want to change the setting, press the SELECT (REAR CLICK) BUTTON. 

To quit the MENU, point to Quit and then press the SELECT (REAR CLICK) BUTTON. 
'"Wfhe settings are memorized even if the MAIN ON/OFF is switched off. 



MAIN MENU DISPLAY 



OTHER FUNCTION SETTING 




The Lamp age function is designed to reset the lamp replacement monitor timer. Whan replacing the lamp, reset the 
/epfacement monitor timer by using this function. 

MOTE: Do not reset the LAMP REPLACEMENT MONITOR TIMER, except after the temp is replaced. 

1. Press the MENU BUTTON and the MAIN MENU DISPLAY dialog box will appear. 

2. Press the POINT LEFT/RIGHT BUTTON(s) to select SETTING and press the SELECT (REAR CLICK) BUTTON. 
Another dialog box SETTING DISPLAY will appear. 

3. Press the POINT DOWN BUTTON and a red arrow will appear. 

4. Move the arrow by pressing the POINT UP/DOWN BUTTON(s) to select Lamp age and then press the SELEC 
(REAR CLICK) BUTTON. When you reset the lamp replace monitor, "lamp replace monitor reset?" is displayed 1 
confirmation. 

5. Move the arrow to Yes and then press the SELECT (REAR CLICK) BUTTON, "OK?"is displayed for confirmation. 
Move the arrow to Yes and then press the SELECT (REAR CLICK) BUTTON, the lamp replace monitor is reset. 

6. Move the arrow to No and then press the SELECT (REAR CLICK) BUTTON. The lamp replace monitor is not reset 

7. To quit the MENU, move the arrow to Quit and then press the SELECT (REAR CLICK) BUTTON. 

MAIN MENU DISPLAY 
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MAINTENANCE 




The TEMPERATURE WARNING INDICATOR flashes red when the internal 
temperature of the projector exceeds the normal temperature, 
possible causes for the temperature warning may be : 
1 i. : "Ventilation slots of the projector are blocked. In such an event reposition 
: -': .-the projector so that ventilation siots are not obstructed. 

2. Air filter is dogged with dust particles. Remove dust from the air filter by 
following instructions in the Air Filter Care and Cleaning section above. 

3. If temperature warning indicator remains on after performing the checks 
/ listed .above, cooling fan/internal circuits may be malfunctioning. Request 

service from an authorized deafer or seance station. 





TEMPERATURE 

WARNING 

INDICATOR 



;':H''v^;tft^,re'movable air filter prevents dust from accumulating on the surface of the projection lens and projection mirror. Shook 
>i^tfle-^iir::ffHer become clogged with dust particles, it will reduce the cooling fan's effectiveness and may result in internal hea: 
;¥:SBB|ld- upland reduce the life of the projector. 

■i^^cT&arj'-the air filter, follow the cleaning procedures below: 

?|||l:TUrn the POWER ON/OFF button OFF. 

- ; ■ " '^Bembve the air filter cover. 

"'move the air filter and sponge from the filter cover. 

, 4>^eari the air filter with a vacuum cleaner. 

;;^ : ^^pjac^ the air filter and sponge. Make sure that air filter cover is fully 
^^§VinsertecL ■■ 

Do not clean with water. Doing so may damage the air filter. 
Do not operate the projector with air filter removed. 






SPONGE 



AIR FILTER 



AIR FILTER 
COVER 



ENJOY PICTURE IMAGE, USE THE PROJECTOR IN THE CLE 
1;j6.NyiROMMENT. USAGE M THE CLEAN ENVIRONMENT IS RECOMMENDED. 

..... When used under the dusty or smoky conditions, dust may accumulate on the liquid 
; v crystal panel and lens inside it, and may resultantfy be projected on the screen teqether 
,;.,with:the picture. 

, :^hen the above symptoms are noticed contact the place where your authorized deafer 
■ br service station for the cleaning. 
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APPENDIX 




WHEN THE PROJECTION LAMP OF THIS PROJECTOR DRAWS TO AN END, 
, ;HE LAMP REPLACEMENT INDICATOR LIGHTS YELLOW AND THE 

'""Warning message "lamp replacement" appears as the right 
figure, when the warning message is displayed, the projection 
lamp should be replaced. 

Io terminate the warning messag e. 

Replace the Projection Lamp and reset the LAMP REPLACEMENT MOH 1 
TIMER (See "LAMP AGE" section on page 52.), and the warning 



To erase . the warning message in a moment. 

To erase the warning message for a moment, move the arrow to "YES 8 * by 
pressing the POINT UP/DOWN BUTTON(s) and then press the SELECT (REAR 
CLICK) BUTTON. This procedure Is temporary measure, and the warning 
massage appears again when the projector is turned on next time. 




LAMP REPLACEMENT 



WARNING 

OFF? 



A 



• For continued safety, replace with a lamp assembly of the same type. 

• Allow the projector to cool for at least 45 minutes before you open the lamp cover. The inside of the 
projector can become very hot. 

• Do not drop the lamp module or touch the glass bulb I The glass can shatter and cause injury. 



Follow these steps to replace the lamp assembly. 
1 . Turn off the projector and allow the projector to cool thoroughly, 

isconnect the AC cord from the projector. 
3?fiemove 2 screws with a screwdriver and remove the lamp cover. 

4. Remove 2 screws with a screwdriver and pell out the lamp 

grasping the handle. 

5. Replace the lamp assembly. 

6. Tighten 4 screws to secure the lamp cover to the lamp assembly. 

7. Connect the detachable AC cord to the projector. 

8. Reset the lamp replacement monitor timer. 
(See "LAMP AGE" section on page 52.) 

NOTE: Do not reset the LAMP REPLACEMENT MONITOR TIMER, 
after the lamp is replaced. 



ORDER REPLACEMENT LAMP 

Replacement Lamp can be ordered through your dealer. When 
dealer. 




ASSEMBLY 

JE 




Lamp, give the following Information- to the 



m Model No. of your projector : Pro AV 9320/9320L 

• Replecement Lamp Type No, : POA-LMP20J (Proxima Lamp No.: LAMP-015) 

{Service Parts No, 610 280 4225) 



Follow these steps to clean the projection lens: 
1 App |y a non-abrasive camera tens cleaner to a soft, dry cleaning cloth. 
' Avoid using an excessive amount of cleaner. 
Abrasive cleaners, solvents or other harsh chemicals might scratch the lens. 
■■^Lightly wipe the cleaning cloth over the lens, 
a When you don't use the projector, replace the lens cover. 



TROUBLESHOOTING 



; t^Wo r*!iina vour dealer or service station for assistance, check the matters below once again, 
-f Make sure you have connected the projector to your equipment as described in section 'CONN 

"PROJECTOR" on pages 14 ~ 21. 
■ Z Check cable connections, Verify that all computer, video and power cords are properly connected, 
3-' Verify that power is switched on. 

, lf thp nroiector still does not display an image, re-start the computer, 

* thlLane still does not disoiay, unplug the projector from the computer and check the computer 
••-4hA nmhiem may be with your graphics controfier rather than with the projector. (When you reconnect 

remember to turn the computer and monitor off before you power up the projector. Power the equspmen 
^ 'order -Of: Projector and computer) 



ECTING THE 



the projector, 
up in 



r&'if the problem still exists, check the following chart. 




• Plug the projector into an AC outlet 
Turn the MAIN ON/OFF switch to ON. 
Press the POWER ON/OFF switch to ON. 

• Be sure the READY INDICATOR light is ON. 
Wait 90 seconds after the projector is turned OFF before turning the projecto 
back on. 

NOTE: After pressing the POWER ON/OFF button to OFF. The projector functions 



. The LAMP POWER indicator will light and the READY indicator will turn off. 
2. After 90 seconds, the READY indicator will light green again and the projector 
may be turned on by pressing the POWER ON/OFF button. 
Check temperature warning indicator. If the indicator flashes red, the projector 
cannot be turned on. 



# Replace the lamp cover. (Check the interlock switch inside of the lamp cover.) 



# Adjust the focus. 

Make sure the projection screen is at least 4.9' (1.5 m) from the projector. 
Check the projection lens to see if it needs cleaning. 

NOTE: Moving the projector from a cool temperature location to a warm 
temperature location may result in moisture condensation on the lens. In 
such an event, leave the projector OFF and wait until condensation 
disappears. 
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Check Reverse T/B feature. 

/Qpp T)THFR FUNCTION SETTING" section on oaaes 50 ~ 51), ; ■ 




Check Reverse L/R feature. 

fCpp "OTHFR Ft INOTION ^FTTING* section on oaoes 50 ~ 511 


during the operation. 


Check Display feature. 

(See "OTHER FUNCTION SETTING* section on pages 50 - 51). 




# Check audio cable connection from audio input source. 

# Adjust audio source. 

# Press the VOLUME (+) button. 

: # Press the MUTE button. p 


ISA 






# Check the batteries. 

# Make sure nothing is blocking between the remote control sensor and remof 
contra! unit. 

# Make sure you are not too far from the projector when using the remote contrc 
unit {Maximum operate range 16.4 * (5 m)}. ' 

# Check the transmitted signal mode from the remote control unit. 
(See "OTHER FUNCTION SETTING" section on pages 50 ~ 51). 


r 


Wireless iTiouse %nctiofi^ 

^^^^^^^^^^^^ 


m Check the cable connection between the projector and the computer. 

• Check the mouse setting on your computer. , 

m Turn on the projector before you turn on the computer. ' < j 



Where to Get Help : 

If you stiii need help after checking the table above, you In the event that your unit is determined to be defective, 

should call your dealer's technical support line and you'll be issued a Return Authorization Number, 
explain your problem. 

If your dealer cannot solve your problem, please calf After youVe received this number, send the unit, a copy 

Proxima's customer service. The number is : of your sales receipt, and a description of the problem, 

freight prepaid, to Proxima. Clearly note the Return 

USA or Canada Phone (800) 447-7692 Authorization Number on the outside of the shipping 

FAX (619)457-9647 box. 
Rest of Word Phone (619) 457-5500 

Europe Phone +31-43-358-5210 

Support FAX +31-43-358-5202 

www. proxi ma.com <http ://www. p roxi ma .co m> 
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Multi-media Projector Pro AV 9320/9320L 



15.4* (390 mm) x 9.2' (234 mm) x 22.9" (582 mm) 




This symbol on the nameplate means the product is Listed by Underwriters \ 
it is designed and manufactured to meet rigid U.L safety standards against risk o! fire, casualty 
and electrical hazards. 
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USA 



Proxima Corporation warrants that the Proxima® Multimedia Projector Model Pro AV 9320/9320L product 
manufactured by Proxima is free from defects in materials and workmanship under normal use during the 
Warranty Period. The Warranty Period commences on the day of purchase by the end-user. The 
Warranty Period is two years. The projector lamp is not covered by this Warranty. || 
^£ach Proxima product is manufactured from new parts, or new and some used parts. In some cases, the 
product may have been delivered to another end-user and then returned. In all cases, the product has 
undergone testing and quality inspection, and Proxima's full warranty terms apply. 

The end-user's sales receipt or invoice showing the date of purchase of the product and the name of the 
Reseller is proof of the date of purchase. The Warranty extends only to the original purchaser and is not 
transferable. 

During the Warranty Period, Proxima will, at no additional charge, repair or replace defective parts or at the 
option of Proxima, replace the entire unit. 

This Limited Warranty does not extend to any Proxima product that has been damaged or been rendered 
defective (a) as a, result of accident, misuse, or other abuse; (b) by the use of parts not manufactured or 
sold by Proxima; or (c) by modification of the product; or (d) as a result servicing by non-authorized 



Limitation of Warranties 

The foregoing warranty Is expressly in lieu of any other express or implied warranties, including, without 
limitation, warranties of merchantability or fitness for a particular purpose. To the extent not prohibited by 
law, all statutory warranties are hereby waived and excluded from this warranty. Proxima expressly 
disclaims all warranties not stated in this Limited Warranty. 
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